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RoHS

Diese Anleitung oder Auszüge daraus dürfen nur mit Zustimmung von TFA Dostmann
veröffentlicht werden. Die technischen Daten entsprechen dem Stand bei Drucklegung
und können ohne vorherige Benachrichtigung geändert werden. Die neuesten techni-
schen Daten und Informationen zu Ihrem Produkt finden Sie unter Eingabe der Artikel-
Nummer auf unserer Homepage. 
EU-Konformitätserklärung
Hiermit erklärt TFA Dostmann, dass der Funkanlagentyp 35.1140 der Richtlinie
2014/53/EU entspricht. Der vollständige Text der EU-Konformitätserklärung ist unter der
folgenden Internetadresse verfügbar: 
www.tfa-dostmann.de
E-Mail: info@tfa-dostmann.de
TFA Dostmann GmbH & Co. KG, Zum Ottersberg 12, D-97877 Wertheim, Deutschland

No part of this manual may be reproduced without written consent of TFA Dostmann. The
technical data are correct at the time of going to print and may change without prior
notice.
The latest technical data and information about your product can be found by entering
your product number on our homepage. 
EU declaration of conformity
Hereby, TFA Dostmann declares that the radio equipment type 35.1140 is in compliance
with Directive 2014/53/EU. The full text of the EU declaration of conformity is available at
the following internet address:
www.tfa-dostmann.de
E-Mail: info@tfa-dostmann.de
TFA Dostmann GmbH & Co. KG, Zum Ottersberg 12, D-97877 Wertheim, Germany

La reproduction, même partielle, du présent mode d'emploi est strictement interdite sans
l'accord explicite de TFA Dostmann. Les caractéristiques techniques de ce produit ont été
actualisées au moment de l'impression et peuvent être modifiées sans avis préalable.
Les dernières données techniques et des informations concernant votre produit peuvent
être trouvées en entrant le numéro de l'article sur notre site.
Déclaration UE de conformité
Le soussigné, TFA Dostmann, déclare que l'équipement radioélectrique du type 35.1140
est conforme à la directive 2014/53/UE. Le texte complet de la déclaration UE de confor-
mité est disponible à l'adresse Internet suivante:
www.tfa-dostmann.de
E-Mail: info@tfa-dostmann.de
TFA Dostmann GmbH & Co. KG, Zum Ottersberg 12, D-97877 Wertheim, Allemagne

È vietata la pubblicazione delle presenti istruzioni o di parti di esse senza una precedente
autorizzazione della TFA Dostmann. I dati tecnici corrispondono allo stato del prodotto al
momento della stampa e possono cambiare senza preavviso.
È possibile trovare dati tecnici e informazioni aggiornate sul prodotto inserendo il numero
di articolo sul nostro sito.
Dichiarazione di conformità UE
Il fabbricante, TFA Dostmann, dichiara che il tipo di apparecchiatura radio 35.1140 è
conforme alla direttiva 2014/53/UE. Il testo completo della dichiarazione di conformità
UE è disponibile al seguente indirizzo Internet: 
www.tfa-dostmann.de
E-Mail: info@tfa-dostmann.de
TFA Dostmann GmbH & Co. KG, Zum Ottersberg 12, D-97877 Wertheim, Germania

Deze gebruiksaanwijzing of gedeelten eruit mogen alleen met toestemming van TFA Dost-
mann worden gepubliceerd. De technische gegevens van dit apparaat zijn actueel bij het
ter perse gaan en kunnen zonder voorafgaande informatie worden gewijzigd.
De nieuwste technische gegevens en informatie over uw product kunt u vinden door het
invoeren van het artikelnummer op onze homepage. 
EU-conformiteitsverklaring
Hierbij verklaar ik, TFA Dostmann, dat het type radioapparatuur 35.1140 conform is met
Richtlijn 2014/53/EU. De volledige tekst van de EU-conformiteitsverklaring kan worden
geraadpleegd op het volgende internetadres:
www.tfa-dostmann.de
E-Mail: info@tfa-dostmann.de
TFA Dostmann GmbH & Co. KG, Zum Ottersberg 12, D-97877 Wertheim, Duitsland

Estas instrucciones o extractos de las mismas no pueden ser publicados sin la autor-
ización de la TFA Dostmann. Los datos técnicos de este producto corresponden al estado
en el momento de la impresión y pueden ser modificados sin previo aviso.
Los actuales datos técnicos e informaciones sobre su producto los puede encontrar bajo
el número de artículo en nuestra página web. 
Declaración UE de conformidad
Por la presente, TFA Dostmann declara que el tipo de equipo radioeléctrico 35.1140 es
conforme con la Directiva 2014/53/UE. El texto completo de la declaración UE de con-
formidad está disponible en la dirección Internet siguiente:
www.tfa-dostmann.de
E-Mail: info@tfa-dostmann.de
TFA Dostmann GmbH & Co. KG, Zum Ottersberg 12, D-97877 Wertheim, Alemania
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SPRING BREEZE - Farb-Funkwetterstation �
Vielen Dank, dass Sie sich für dieses Gerät aus dem Hause TFA entschieden haben. 

1. Bevor Sie mit dem Gerät arbeiten
• Lesen Sie sich bitte die Bedienungsanleitung genau durch. 

So werden Sie mit Ihrem neuen Gerät vertraut, lernen alle Funktionen und Bestandteile kennen, erfahren wichtige Details für die Inbetriebnahme
und den Umgang mit dem Gerät und erhalten Tipps für den Störungsfall.

• Durch die Beachtung der Bedienungsanleitung vermeiden Sie auch Beschädigungen des Gerätes und die Gefährdung Ihrer gesetzlichen
Mängelrechte durch Fehlgebrauch. 

• Für Schäden, die aus Nichtbeachtung dieser Bedienungsanleitung verursacht werden, übernehmen wir keine Haftung. Ebenso haften wir
nicht für inkorrekte Messwerte und Folgen, die sich aus solchen ergeben können.

• Beachten Sie besonders die Sicherheitshinweise!
• Bewahren Sie diese Bedienungsanleitung gut auf!

2. Lieferumfang
• Funk-Wetterstation (Basisstation) • Netzstecker
• Kombisender (Kat.-Nr.: 30.3222.02) • Halterung für Sender
• Bedienungsanleitung 

3. Einsatzbereich und alle Vorteile Ihres neuen Gerätes auf einen Blick
• Außentemperatur, Luftfeuchtigkeit und Windgeschwindigkeit über kabellosen Außensender (433 MHz) mit Reichweite bis 80 m (Freifeld)
• Innentemperatur und Luftfeuchtigkeit 
• Tendenzanzeigen, Höchst- und Tiefstwerte 
• Einstellbare Alarmzustände für Temperatur, Luftfeuchtigkeit und Wind
• Wettervorhersage mit Symbolen und Luftdrucktendenz
• Grafische Darstellung der Windgeschwindigkeit
• Historien-Funktion für maximale Windgeschwindigkeit (letzte Stunde, 24 Stunden, 7 Tage, 30 Tage und ein Jahr)
• Gefühlte Temperatur und Taupunkt
• Funkuhr mit Datum und Wochentag (6 Sprachen)
• Farbdisplay mit zwei Helligkeitsstufen (im Dauerbetrieb mit Netzadapter) 
• Optional: Erweiterbar um 2 Thermo-Hygro-Sender (im Handel erhältlich) 

4. Zu Ihrer Sicherheit
• Das Produkt ist ausschließlich für den oben beschriebenen Einsatzbereich geeignet. Verwenden Sie das Produkt nicht anders, als in dieser Anlei-

tung dargestellt wird. 
• Das eigenmächtige Reparieren, Umbauen oder Verändern des Gerätes ist nicht gestattet.

Vorsicht! � Lebensgefahr durch Stromschlag!

• Schließen Sie das Basisgerät nur an eine vorschriftsmäßig installierte Steckdose mit einer Netzspannung von 230 V an! 
• Die Steckdose muss nahe der Einrichtung angebracht und leicht zugänglich sein.

Fig. 3
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SPRING BREEZE - Colour wireless weather station � SPRING BREEZE - Colour wireless weather station �
• The base station and the power adapter must not come into contact with water or moisture. It should be operated in dry interiors.
• Do not use the device if the housing or the power adapter are damaged.
• Keep the device out of reach of persons (including children) who cannot fully appreciate the potential risks of handling electrical equipment.
• Unplug the device immediately if any fault occurs or if the device is not to be used for a long period of time.
• Please use only the supplied power adapter.
• Connect the lead to the base station first, then plug the power adapter into the mains socket.
• Do not pull the plug out of the mains socket by its lead.
• Route the power adapter lead so that it does not come into contact with sharp-edged or hot objects.

Caution! � Risk of injury:

• Keep these instruments and the batteries out of reach of children. 
• Batteries must not be thrown into a fire, short-circuited, taken apart or recharged. Risk of explosion!
• Batteries contain harmful acids. Low batteries should be changed as soon as possible to prevent damage caused by leaking. Never use a combi-

nation of old and new batteries together, nor batteries of different types. Wear chemical-resistant protective gloves and safety glasses when han-
dling leaking batteries.

� Important information on product safety! 
• Do not expose your device to extreme temperatures, vibrations or shocks. 
• Protect it from moisture.

5. Elements 
Wireless weather station (base station)
Display (Fig. 1)
A 1: Time, weekday and date A 2: DCF Radio-controlled time symbol 
A 3: MIN/MAX A 4: Indoor humidity 
A 5: Indoor temperature A 6: Reception symbol outdoor transmitter
A 7: Wind wheel symbol A 8: Wind speed diagram 
A 9: Wind speed A 10: Beaufort/KMH
A 11: Wind speed alert OFF/HI A 12: Maximum wind speed 
A 13: Windchill factor and dew point A 14: Weather symbols and trend indicator 
A 15: Alert symbol HI/LOW A 16: Channel number
A 17: Symbol for alternating channel A 18: Outdoor humidity
A 19: Outdoor temperature A 20: Trend arrow

Buttons (Fig. 2)
Front
B 1: ALERTS button B 2: HISTORY button

Thank you for choosing this instrument from TFA. 

1. Before you use this product
• Please make sure you read the instruction manual carefully. 

This information will help you to familiarize yourself with your new device, to learn all of its functions and parts, to find out important details
about its first use and how to operate it and to get advice in the event of a malfunction.

• Following and respecting the instructions in your manual will prevent damage to your instrument and loss of your statutory rights arising
from defects due to incorrect use. 

• We shall not be liable for any damage occurring as a result of non following of these instructions. Likewise, we take no responsibility for
any incorrect readings or for any consequences resulting from them.

• Please take particular note of the safety advice!
• Please keep this instruction manual safe for future reference.

2. Delivery contents
• Color wireless weather station (base station) • Power adapter
• Combined transmitter (Cat. No. 30.3222.02) • Transmitter support 
• Instruction manual

3. Range of application and all the benefits of your new instrument at a glance
• Outdoor temperature, humidity and wind speed over wireless outdoor transmitter (433 MHz), range of up to 80 m (open field)
• Indoor temperature and humidity
• Trend indicators, maximum and minimum values
• Adjustable alert limits for temperature, humidity and wind speed
• Weather forecast with symbols and atmospheric pressure trend 
• Wind speed graph
• Top wind speed and history (last hour, 24 hours, 7 days, 30 days and one year)
• “Feels Like” temperature and dew point
• Radio-controlled clock with date and weekday (6 languages)
• Colour display with two brightness levels (continuous operation by power adapter only)
• Optional: Expandable with 2 thermo-hygro-transmitters (sold separately)

4. For your safety
• This product is exclusively intended for the range of application described above. The product should only be used as described within these

instructions. 
• Unauthorized repairs, alterations or changes to the product are not permitted.

Caution! � Risk of electrocution!

• Plug the base station only into a mains socket installed within electrical safety regulations and with a 230V mains voltage! 
• The mains socket must be installed near the equipment and it must be easily accessible.
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SPRING BREEZE - Colour wireless weather station � SPRING BREEZE - Colour wireless weather station �
6.2 Reception of the DCF frequency signal
• After the reception of the outdoor values, the clock will now scan the DCF frequency signal and the DCF symbol will be flashing on the display. 
• When the time code is successfully received after 3-10 minutes, the radio-controlled time and the DCF symbol will be shown steadily on the dis-

play.
• The DCF reception always takes place at 2:00 and 3:00 o'clock in the morning. If the reception is not successfully received at 3:00 o'clock, further

attempts will be held at 4:00 and 5:00 o'clock. 
• You can also activate the DCF reception manually.
• Press the TIME SET button. 
• The DCF reception symbol will be flashing. 
• There are three different reception symbols:

flashing - reception is active
solid - reception is very good
no symbol - No DCF reception

• By default, the DCF reception is activated and after successful reception of the DCF signal no manual adjustment is necessary.
• If the clock cannot detect the DCF-signal (e.g. due to interference, transmitting distance, etc.), the time can be set manually. 
• The clock will then work as a normal quartz clock. (see: Manual settings).

6.2.1 Radio-controlled time reception
The time base for the radio-controlled time is a caesium atomic clock operated by the Physikalisch Technische Bundesanstalt based in Braun-
schweig (Brunswick), Germany. It has a time deviation of less than one second in one million years. The time is coded and transmitted from Main-
flingen near Frankfurt via the frequency signal DCF-77 (77.5 kHz) and has a transmitting range of approximately 1,500 km. The adjustment to Day-
light Saving Time (summer/winter time) is automatic. In Daylight Saving Time "S” is shown on the display. The reception quality depends mainly on
geographic location. Normally there should be no reception problems within a 1,500 km radius around Frankfurt.

Therefore, please note the following steps:
• The recommended distance to any interfering sources like computer screens or TV sets is at least 1.5 - 2 meters. 
• Within concrete walls (reinforced with steel) such as basements, the received signal is naturally weakened. In extreme cases, please place the

unit close to a window to improve reception.
• During night-time, the atmospheric interference is usually less severe and reception is possible in most cases. A single daily reception is ade-

quate to keep the accuracy deviation under 1 second.

6.3 Inserting the batteries in the base station 
• The batteries will operate as a backup power source in case of power failure.
• For a permanent backlight and to conserve battery power, use the included supplied power adapter.
• Open the battery compartment at the back of the base station.
• Insert three new batteries AAA 1,5 V into the battery compartment. Make sure the polarity is correct.
• Close the battery compartment again.

6.4 Backlight
• Attention: Backlight in continuous operation only works with power adapter.
• Default for the backlight is HI.

Top
B 3: ▼ button B 4: TIME SET button
B 5: LIGHT (HI – LOW - OFF) button B 6: HEAT/DEW button
B 7: ▲ button

Housing (Fig. 2)
C 1: Wall mount holes C 2: Battery compartment 
C 3: Stand (fold out) C 4: Power adapter jack
C 5: Guide for the cable

Combined transmitter (Fig. 3)
D 1: LED signal lamp D 2: Battery compartment 
D 3: Hole for the attachment on a mast or on the delivered support 
D 4: 2 screws for fixing

Support (Fig. 3)
D 5: Fixing screw D 6: Supporting arm (90° rotatable)
D 7: 4 screw holes for mounting

6. Getting started
• Place the base station and the transmitter on a table at a distance of about 1.5 meters from each other. Avoid being close to possible sources of

interference such as electronic devices and radio equipment.
• Remove the protective film from the base station display.
• Connect the attached power adapter to the base station. Insert the adapter into the base station jack and connect the power adapter into a mains

socket. Important! Make sure that your household voltage is 230V! Otherwise your device may be damaged.
• The device will alert you with a beep and all segments will be displayed for a short moment.
• The indoor temperature and humidity appear on the left side of the base station display.

6.1 Inserting the batteries in the outdoor transmitter/Reception of outdoor values
• Unscrew the battery compartment cover of the transmitter if appropriate (supplied unassembled).
• Insert two new batteries 1,5 V C into the outdoor transmitter's battery compartment. Make sure the polarity is correct.
• Insert the batteries with the negative pole first in the holder and push the contact spring together. Attention: Do not bend the spring!
• Carefully screw the transmittter's battery compartment cover back in place. 
• After the batteries are inserted, the outdoor values will be transmitted to the base station. 
• As soon as the base station receives the outdoor values, the outdoor temperature, humidity and wind speed are permanently shown.
• If the reception of the outdoor values fails within three minutes, "- -" appears on the display. Check the batteries and try it again. Check if there is

any source of interference. 
• You can also activate the reception manually. Press and hold the ▼ button on the base station for two seconds. The reception symbol for the out-

door transmitter will be flashing. The registered transmitter (channel) will be canceled.
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SPRING BREEZE - Colour wireless weather station � SPRING BREEZE - Colour wireless weather station �
7.1.5 Temperature unit setting
• In the setting mode you can change between °C (Celsius) or °F (Fahrenheit) as temperature unit. 
• Press the ▲ or ▼button.
• Confirm the setting with the TIME SET button.

7.1.6 Setting of the day-of-week language
• In the setting mode choose the day-of-the-week language.
• Press the ▲ or ▼ button. 
• In the display appears: German - GER, English - ENG, French - FRE, Italian - ITA, Spanish - ESP and Dutch - NET.
• Confirm the setting with the TIME SET button.

7.2 Temperature and humidity 
7.2.1 Maximum and minimum values
• Press the ▲ button in normal mode. 
• MAX appears on the display.
• You can now get the indoor and outdoor highest values for the temperature and humidity displayed since the last reset.
• Press the ▲ button again.
• MIN appears on the display.
• You can now get the indoor and outdoor lowest values for the temperature and humidity displayed since the last reset.
• Press the ▲ button once more, to go back to the current values display. 
• The device will automatically quit the MAX/MIN mode if no button is pressed.
• Press and hold the ▲ button for 3 seconds while the maximum or minimum values are displayed to clear the recorded maximum readings. 
• The maximum and minimum values are automatically reset at midnight.

7.2.2 Trend arrows
• The trend arrows indicate whether the values for outdoor temperature and humidity are currently increasing, steady or decreasing.

7.3 Wind speed
• The wind wheel symbol is animated and moves according to the wind speed.
• The coloured diagram shows the current wind speed in different colour sections.

• Blue = 0-20 KMH
• Yellow = 20-30 KMH
• Orange = 30-50 KMH
• Red = >50 KMH

• The current wind speed (CURRENT SPEED) is indicated in the selected unit (Beaufort or KM/H). Hold and press the HEAT/DEW button for 3 
seconds to change between Beaufort and KMH.

• The maximum wind speed covers the last hour. Press the HISTORY button to display sequentially the value of the last 24 hours, 7 days, 30 days
and the last year with time and date of recording.

• Press LIGHT (HI – LOW - OFF) button once (LOW) to dim the backlight. 
• Press LIGHT (HI – LOW - OFF) button once more (OFF) to turn off the backlight.
• The backlight is deactivated. 
• To temporarily activate the backlight, press any button (in battery operation only).

7. Operation
• During the operation, all successful settings will be confirmed by a brief beep tone. 
• The device will automatically quit the setting mode if no button is pressed for a few seconds.
• Press and hold the ▲ or ▼ button in the setting mode for fast mode.

7.1 Manual settings 
• Press and hold the TIME SET button in normal mode for three seconds, to enter the setting mode.
• Beep (ON=default) flashes on the display. 
• Press the ▲ or ▼ button to activate or deactivate the key tone.
• Press the TIME SET button again to do the settings in the following sequence: the radio signal reception (RCC ON - default), time zone (0H -

default), the 12 or 24 hours system (24H - default), the hours, the minutes, the year, the month and the day, the wind speed unit (BFT - default),
the temperature unit (°C - default) and the day-of-the-week language (GER - default). Press the ▲ or ▼ button to adjust it.

• Confirm the setting with the TIME SET button. 
• Once the DCF time signal is successfully received, the manually set time is overwritten, if the DCF reception is activated. 

7.1.1 DCF reception
• By default, the DCF reception is activated (RCC on) and after successful reception of the DCF signal no manual adjustment is necessary.
• In the setting mode, press the ▲ or ▼ button if you want to deactivate the DCF reception (OFF).
• Confirm the setting with the TIME SET button.

7.1.2 Time zone setting
• In the setting mode, press the ▲ or ▼ button to make the time zone correction (-12/+12).
• The time zone correction is needed for countries where the DCF signal can be received but the time zone is different from the DCF time (e.g.

+1=one hour plus).
• Confirm the setting with the TIME SET button.

7.1.3 Setting of the 24- or 12 hour system
• In the setting mode you can choose between the 12 - or 24 hour system.
• Press the ▲ or ▼ button.
• In 12 HR system AM (before noon) or PM (after noon) appears on the display. 
• Confirm the setting with the TIME SET button.

7.1.4 Setting of the wind speed unit
• In the setting mode you can choose between BFT (Beaufort) or km/h (Kilometer per hour) as wind speed unit.
• Press the ▲ or ▼ button.
• Confirm the setting with the TIME SET button.
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SPRING BREEZE - Colour wireless weather station � SPRING BREEZE - Colour wireless weather station �
7.6.1 Activate and deactivate alerts
• Press th ALERTS button in normal mode.
• ALERT flashes on the display. 
• Press the ▲ button to activate the alert function.
• HI will be displayed next to the wind speed alert value.
• Press the ▲ button to deactivate the alert function.
• OFF will be displayed next to the wind speed alert value.
• Press the ALERTS button to navigate to further alert functions and activate or deactivate them with the ▲ or ▼ button.
• The alert symbol appears or disappears next to the upper and lower limits (HI/LOW) of the temperature and humidity values.
• Press the ALERTS button to return to normal mode.

7.6.2 In case of alert
• In case of an alert, the corresponding value will be flashing and an alert tone will sound.
• Stop the alert tone with any button. 

8. Base station positioning
• With the foldable leg at the back, the base station can be placed onto any flat surface.
• With the wall mount holes at the back, the base station can be wall mounted at the respective location. Avoid the vicinity of any source of interfer-

ence such as computer screens, TV sets or solid metal objects.

8.1 Combined transmitter installation
• We recommend testing the reception before permanently mounting the transmitter.
• Also make sure that the transmitter is easily accessible for cleaning and maintenance. The outdoor transmitter should be cleaned from time to

time, since dirt and debris will affect the sensor's accuracy.
• Make sure that the wind can blow freely around the anemometer and is not blocked by nearby buildings, trees or any other objects.
• For best results, place the combined transmitter horizontally and at least 3 m above any other objects. The ground below the device creates fric-

tion for the wind and will thus impair the measurements.
• Try to install the combined transmitter so that it will be exposed to the normal wind conditions in your area.
• Attach the combined sensor to a mast with the hole at the bottom of the device.
• Use the supplied support when installing the transmitter on a surface. The support arm may be rotated by 90°. Open the fixing screw and loosen

the support arm. Turn it by 90°, put it back on the bracket and tighten the fixing screw again.

8.2 Additional outdoor transmitters (optional) Cat.-No. 30.3221.02
• When having more than one external transmitter, select a different channel for each one by the CH 1/2/3 switch inside the transmitter's battery

compartment. Insert two new 1,5 V AAA batteries, polarity as illustrated. Start the base station operation or the manual search for the outdoor
transmitter.

• Please note that the combined transmitter is always operated on channel 1.
• Press ▼ button to adjust the respective channel. 
• Press and hold the ▼ button on the base station for two seconds. The registered transmitter (channel) will be canceled.
• Press the TX button in the corresponding transmitter's battery compartment. The transmission of the outdoor data takes place immediately and a

successful reception will be confirmed by a beep tone of the base station. 

7.4 Dew point
• Press the HEAT/DEW button, to show the current dew point.
• On the display appears DEW and the dew point temperature.
• The display automatically switches back to the current display of “FEELS LIKE” temperature.
• This interdependency of temperature and relative humidity is expressed by means of the dew-point: If the air is cooled continuously at constant

absolute humidity, then the relative humidity will steadily increase up to a maximum of 100%. If the air is cooled further, then the excess water
vapour is separated out in the form of water droplets. 

7.5 Weather forecast symbols
• The weather station has six different weather symbols (sunny, slightly cloudy, cloudy, rainy, stormy and snow). 
• The weather forecast covers a range of 12 hours and indicates only a general weather trend. For example, if the current weather is cloudy and the

rain symbol is displayed, it does not mean the product is faulty because it is not raining. It simply means that the air pressure has dropped and
the weather is expected to get worse but not necessarily rain. 

• The sun symbol also appears on a starry night. 

Note! 
• Please note that the forecast symbol will become more defined in the course of operation. The forecast symbol is active right from the start, how-

ever, the reliability of the forecasts increases with the amount of data collected. To begin with, the sensor must adapt initially to the reference
level at the site.

7.6 Setting of the alerts for wind speed, temperature and humidity
• Make sure that the channel 1 is selected (change channel with the ▼ button). 
• Press and hold the ALERTS button in normal mode.
• The wind speed alert value flashes. 
• Press the ▲ or ▼ button to set the desired upper limit. 
• Confirm with the ALERTS button. 
• HI is displayed and 99% (default) or the last adjusted upper outdoor humidity limit flashes on the display.
• Press the ▲ or ▼ button to set the desired upper limit. 
• Confirm with the ALERTS button. 
• LOW is displayed and 1% (default) or the last adjusted lower outdoor humidity limit flashes on the display. 
• Press the ▲ or ▼ button to set the desired lower limit. 
• Confirm with the ALERTS button. 
• HI is displayed and 60°C (default) or the last adjusted upper outdoor temperature limit flashes on the display.
• Press the ▲ or ▼ button to set the desired upper limit. 
• Confirm with the ALERTS button. 
• LOW is displayed and -40°C (default) or the last adjusted lower outdoor temperature limit flashes on the display. 
• Press the ▲ or ▼ button to set the desired lower limit. 
• Confirm with the ALERTS button. 
• Set the upper and lower limits for the indoor temperature and humidity in the same way. 

(Measuring range: 0°C ....+50°C, 1… 99% rH)

TFA_No. 35.1140_Anleitung  05.08.2016  08:55 Uhr  Seite 12



2524

SPRING BREEZE - Colour wireless weather station � SPRING BREEZE - Colour wireless weather station �
11. Waste disposal
This product has been manufactured using high-grade materials and components which can be recycled and reused. 

Never dispose of empty batteries and rechargeable batteries with ordinary household waste. 
As a consumer, you are required by law to take them to your retail store or to an appropriate collection site depending on national or
local regulations in order to protect the environment
The symbols for the contained heavy metals are: 
Cd = cadmium, Hg = mercury, Pb = lead

This product is labelled in accordance with the EU Waste Electrical and Electronic Equipment Directive (WEEE). 
Please do not dispose of this product in ordinary household waste. As a consumer, you are required to take end-of-life devices to a
designated collection point for the disposal of electrical and electronic equipment, in order to ensure environmentally-compatible dis-
posal. 

12. Specifications
Measuring range indoor

Temperature 0 °C… +50 °C (+32…+122 °F)

Humidity 1 %rH...99 %rH 

Temperature resolution 0.1°C 

Humidity resolution 1%

Temperature accuracy ±1°C (0….+50°C)

Accuracy humidity ±5% (30%...80% rH)

Measuring range outdoor

Temperature -40 °C… +60 °C (-40 °F…+140 °F)

Humidity 1 %rH...99 %rH 

Temperature resolution 0.1°C 

Humidity resolution 1%

Temperature accuracy ±1°C (0….+50°C)

Humidity accuracy ±5% (20%...90% rH)

• The outdoor values and the channel number will be shown on the base station display. If you have installed more than one outdoor transmitter,
press the ▼ button on the base station to change between the channels 1 to 3.

• You can also choose an alternating channel display. Press the ▼button. After the last registered channel (1 to 3) a circle symbol will appear. To
deactivate the function press the ▼ button again. 

• After successful installation close the outdoor transmitter's battery compartment carefully.

9. Care and maintenance
• Clean the device with a soft damp cloth. Do not use solvents or scouring agents. 
• Make sure that the wind cups can spin freely and are free from dirt, debris or spider webs.
• Remove the batteries and unplug the power adapter from the mains socket if the device will not be used for a long period of time.

9.1 Battery replacement
• Change the outdoor transmitter's batteries when the battery symbol appears on the outdoor values display.
• Change the base station batteries when the battery symbol appears on indoor values display.
• Please note: When the batteries are changed, the contact between the outdoor transmitter and the base station must be restored – so always

insert new batteries into both devices or start a manual transmitter search.

10. Troubleshooting

Problem Solution

No indication on the base station:
Operation with power adapter ➜ Connect the base station to the power adapter 

➜ Activate backlight permanently
➜ Control the power adapter

Battery operation ➜ Ensure the batteries' polarity are correct
➜ Press any button to activate the backlight briefly
➜ Change the batteries

No reception of the outdoor transmitter ➜ No outdoor transmitter is installed
Display "---" ➜ Check the external transmitter's batteries (do not use rechargeable batteries!)

➜ Restart the transmitter and the base station according to the manual 
➜ Start the outdoor transmitter manual search according to the manual
➜ Choose another place for the outdoor transmitter and/or the base station
➜ Reduce the distance between the outdoor transmitter and the base station
➜ Check if there is any source of interference

No FEELS LIKE value ➜ Change to channel 1

Incorrect indication ➜ Change the batteries 
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SPRING BREEZE - Colour wireless weather station � SPRING BREEZE - Station météo radio-pilotée en couleur �
Nous vous remercions d'avoir choisi l'appareil de la société TFA. 

1. Avant d'utiliser votre appareil
• Veuillez lire attentivement le mode d'emploi. 

Vous vous familiariserez ainsi avec votre nouvel appareil, vous découvrirez toutes les fonctions et tous les éléments qui le composent, vous note-
rez les détails importants relatifs à sa mise en service et vous lirez quelques conseils en cas de dysfonctionnement.

• En respectant ce mode d'emploi, vous éviterez d'endommager votre appareil et de perdre vos droits légaux en cas de défaut si celui-ci
résulte d’une utilisation non-conforme. 

• Nous n'assumons aucune responsabilité pour des dommages qui auraient été causés par le non-respect du présent mode d'emploi. De
même, nous n’assumons aucune responsabilité pour des relevés incorrects et les conséquences qu’ils pourraient engendrer.

• Suivez bien toutes les consignes de sécurité!
• Conservez soigneusement le mode d'emploi! 

2. Contenu de la livraison
• Station météo radio-pilotée (station de base) • Adaptateur secteur
• Émetteur combiné (réf. 30.3222.02) • Support pour émetteur
• Mode d'emploi

3. Aperçu du domaine d'utilisation et de tous les avantages de votre nouvel appareil
• Transmission sans fil (433 MHz) de la température et de l'humidité extérieures ainsi que de la vitesse du vent, rayon d’action jusqu'à 80 mètres

max. (champ libre)
• Température et humidité intérieures
• Indication de la tendance, valeurs maximales et minimales
• Alarme de température, d'humidité et de vitesse du vent 
• Prévisions météo avec symboles et tendance de la pression atmosphérique 
• Représentation graphique de la vitesse du vent
• Vitesse maximale du vent avec fonction d'historique (dernière heure, 24 heures, 7 jours, 30 jours et un an)
• Température ressentie et température de point de rosée
• Horloge radio-pilotée avec date et jour de la semaine (en 6 langues) 
• Écran couleur avec deux niveaux de luminosité (en utilisation continue avec adaptateur secteur)
• En option: peut être complétée de 2 émetteurs thermo-hygro (vendus séparément)

4. Pour votre sécurité
• Le produit est destiné uniquement à l'utilisation décrite ci-dessus. N'utilisez jamais l’appareil à d'autres fins que celles décrites dans le présent

mode d'emploi. 
• Vous ne devez en aucun cas réparer, démonter ou modifier l'appareil par vous-même.

Attention! � Danger de choc électrique !

• Branchez l'appareil uniquement sur une prise de courant réglementaire ayant une tension de secteur de 230V! 
• La prise de courant doit être installée à côté de l'équipement et doit être facilement accessible.

Wind speed 0 … 120kmh (0…12 BFT)

Wind resolution 1 kmh

Wind accuracy ±3kmh

Transmission range max. 80 m (open area)

Transmission frequency 433 MHz 

Maximum radio-frequency power: < 10mW

Transmission time approx. 30 seconds

Power consumption Base station: 2 x 1,5 V AAA batteries (not included)
AC power adapter 230 V AC / 5.0 V DC

Outdoor transmitter: 2 x 1,5 V C batteries (not included)

Dimensions Base station: 208 x 26 (54) x 140 mm
Outdoor transmitter: 468 x 141 x 163 mm

Weight Base station: 344 g (device only)
Outdoor transmitter: 439 g (device only)
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